EXIST FENCE RAIL

SCH. 40 PVC

90° BEND
2"X2"X2" SCH 40 PVC TEE
19" TOP OF EXIST FENCE

FINAL GRADE ;

GRADE DOWN TO TOP ELEVATION

OF BENTONITE PRIOR TO INSTALLING
TRENCH. BACKFILL TO FINAL GRADE
AFTER TRENCH INSTALLATION COMPLETE.
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BENTONITE 2" SCH 40
PVC GAS VENT
4" PVC RISER SEE BEDDING DETAIL
B /5
LOOKING WEST LOOKING NORTH
0.03 SAND NOTE: CONNECT VENT PIPE TO EXIST. FENCE
/////* ' RAIL EVERY TWO FEET WITH STAINLESS
STEEL BANDS.
/ 80 MIL GUNDWALL LINER (OR EQUAL)
4" 0.02 SLOTTED SCH 40 PVC VENT PIPE /
4.,
BARRIER WALL TRENCH
/ SEE DETAIL n
NOTE:
W RISERS WITH VENTS TO BE INSTALLED AT
STATIONS 2+10, 5+00, 8+50 AND 13+00
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/ POORLY GRADED 0.03 MIN. SAND
f / 80 MIL GUNDWALL LINER (OR EQUAL)
4" 0.02 SLOTTED SCH 40 PVC VENT PIPE /
4.,
BARRIER WALL TRENCH
/ SEE DETAIL
— 15’ —
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2" SCH 40 PVC — 1
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2" BEDDING DETAIL

SCALE: 1" =1'-0"

VARIES (WRAP PIPE)
SEE PROFILE

SHT -100

o
BENTONITE
|

v CONTINUOQUS 4" SCH 40
‘ PVC 0.02 SLOTTED VENT PIPE

POORLY GRADED

/ 0.03 MIN. SAND
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CLEAN WASHED
POORLY GRADED
0.03 SAND

/ 80 MIL GUNDWALL LINER (OR EQUAL)

—

PRETRENCH
DEPTH VARIES
SEE PROFILE
SHT C-100

LIMITS OF PRETRENCH
REMOVE DEBRIS AND
BACKFILL WITH ON SITE
TRENCH SOIL
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BOTTOM OF PRETRENCH
SEE SHT C-100
FOR ELEVATIONS

TYPICAL BARRIER WALL SECTION

SCALE: 1"=1-0"

O,

NOTE: WHEN PRETRENCHING, CARE SHALL BE TAKEN TO REMOVE
AS LITTLE SOIL FROM TRENCH AS POSSIBLE. SOIL THAT IS

REMOVED SHALL BE PLACED

CHARACTERIZATION AND DISPOSAL.

SANDY SOIL BACKFILL

IN ROLL—OFF BOXES FOR
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